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Sir: 



Applicants hereby petition that the attached Information Disclosure Statement be 
entered into the above-identified application and considered by the Examiner in charge of the 
above-identified application. Applicants authorize the Commissioner of Patents and 
Trademarks to charge payment of the Petition fee Under 37 CFR § 1.1 7(p) and any other fees 
associated with this communication or credit any overpayment to Deposit Account No. 50- 



Japanese Utility Model Patent Publication No. 61-84127 discloses an engine room of 
a work vehicle. This publication discloses that, in a conventional bulldozer shown in Figure 
3, a cross-hatched portion (4) of the engine cover (1) covering the engine (3) and the radiator 
(2), which are placed in high positions, impairs visibility from eyes (16) of the operator, and 
especially blocks the view of the blade (17). Therefore, this publication discloses the 
conventional bulldozer shown in Figure 3 has the following problems: improvement of work 
efficiency and work accuracy of the operator is hindered, and burden borne by the operator is 
increased, thereby increasing the fatigue level of the operator. In the engine room disclosed 
in this publication, a pulley (9) is fixed to a crankshaft (5) of the engine (3'). A V-belt (8) is 
wound around the pulley (9), a water pump drive pulley (6) and a dynamo drive pulley (7). 
Also, the crankshaft (5) is extended forwardly so that a pulley (13) is fixed to the extended 
portion of the crankshaft (5). The V-belt (12) is wound around the pulley (13) to drive a 
pulley (11) fixed to a fan shaft (10). The fan shaft (10) is rotatably arranged in a lower 
position adjacent to the crankshaft (5). Also, as shown in Figure 2, a fan (14) is coupled to a 
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front end of the fan shaft (10), and a radiator (2') is disposed in a lower position 
corresponding to the lower position of the fan (14). The engine cover (l 5 ) encloses the 
engine (3') and the like so as not to block the operator's view. 

If there are any questions regarding this Petition and/or the accompanying 
Information Disclosure Statement, please contact the undersigned. 
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